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PROJECT DESCRIPTICN
GENERAL |
THIS PROJECT INVOLVES UPGRADING THE EXISTING SIGNAL HEADS WITH LED SIGNAL HEADS AND UPGRADING VIDEO DETECTION.
I1. INTERSECTION OPERATION 1 2 3 4 5 6 T 8
1. THE INTERSECTION IS TO OPERATE IN A NEMA 4-PHASE. FULLY-ACTUATED MODE. 9 10 11 12
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1. FOR FINAL PAVEMENT MARKINGS, REFER TO THE PAVEMENT MARKING PLANS, AS APPLICABLE; OTHER THAN THOSE DETAILED ON THE PLAN. ALL PAVEMENT e 0 ®° @@ o e _ e
MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH THE STATE HIGHWAY ADMINISTRATION STANDARDS. _

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABLE EACH CABLE. - -

3. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE PHASE 1 AND 6 R R +GG &6 G R R R bW bw bW bW j§ "
RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIDR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR | « I
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER 1 AND 6 CHANGE R R Y6 | VG G R R R bW bW , bW oW , ,
IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. | T

4, THE CONTRACTOR SHALL MAINTAIN THE CONTINUOUS OPERATION OF ALL INTERCONNECT. VEHICULAR., PEDESTRIAN DETECTORS., AND LIGHTING DEVICES. | PHASE 2 AND 6 G G G G G R R R WK WK bW bW A
IF ANY DEVICE IS DAMAGED BY THE CONTRACTOR, IT SHALL BE. REPAIRED WITHIN 72 HOURS BY THE CONTRACTOR AT NO COST TO THE ADMINISTRATION
AFTER NOTIFICATION BY THE ENGINEER. PED CLEARANCE G G G G G R R R FLOW | FLOW | DW oW |

5. FOR THE EXISTING CONDUITS THAT ARE TO BE USED. THE CONTRACTOR SHALL REMOVE ALL INOPERABLE/UNUSED WIRES/CABLES. IF NECESSARY. THESE A
WIRES/CABLES SHALL BE REMOVED FROM CONDUITS NOT LABLED “USE EXISTING CONDUIT” IN ORDER TO COMPLETELY REMOVE THEM FROM THE 2 AND & CHANGE Y Y Y v Y R R R DW DW DW DW
CONDUIT SYSTEM HANDBOXES AND SIGNAL CABINET. NOTE THAT THIS WORK SHALL BE INCIDENTAL TO THE “REMOVE AND DISPOSE OF EXISTING
MATERIAL AND EQUIPMENT” ITEM. PHASE 4 R R R R R G G G bW bw bW DW i
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EQUIPMENT LIST f
!
A. EQUIPMENT TO BE FURNISHED BY STATE HIGHWAY ADMINISTRATION f
!
CAT DESCRIPTION UNITS QUANTITY ;
CODE NO. ;
900000 | VIDEQ INTERFACE EQUIPMENT EA 1 ;\\\\——-A.IS.C
973023 FLAT SHEET ALUMINUM SIGNS CONSISTING OF: SF 36 !
SHIELD ASSEMBLY (307X51") EA 1 :
SHIELD ASSEMBLY (48“X75") EA 1 |
[
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY CONTRACTOR ;
CAT CODE  UNITS  QUANTITY DESCRIPTION 5
585621 LF 370 12 INCH WHITE PERMANENT PREFORMED THERMGQ. PAVEMENT MARKING ‘?
585625 LF 130 24 INCH WHITE PERMANENT PREFORMED THERMO. PAVEMENT MARKING ;
800000 LS 1 REMOVE AND DISPOSE OF EXISTING MATERIAL AND EQUIPMENT |
800000 EA 1 RELOCATE EXISTING SIGNAL 1
801106 LF 17 WOOD SIGN SUPPORT 4 INCH X 6 INCH ;
813010 EA 1 BAND SIGN TO SUPPORT &
813014 SF 11 INSTALL GROUND MOUNTED SIGNS \ :
816001 EA 4 VIDED DETECTION CAMERA *"'”T
816005 EA 1 CONTROL CABLE, 250 FOOT VIDEC DETECTION CAMERA TO CONTROLLER \
816010 EA 3 CONTROL CABLE. 500 FOOT VIDEQ DETECTION CAMERA TO CONTROLLER \ A
860284 EA 28 12 INCH LED VEHICULAR TRAFFIC SIGNAL HEAD SECTION '
861107 LF 100 ELECTRICAL CABLE - 5 CONDUCTOR (NO. 14 AWG) )
B STATE OF MARYLAND
\ DEPARTMENT OF TRANSPORTATION
AB.C STATE HIGHWAY ADMINISTRATION
/ e ' OFFICE OF TRAFFIC & SAFETY
! TRAFFIC ENGINEERING DESIGN DIVISION
Al
NOTE : c \ MD 97 (GEORGIA AVE)
\/\ AND HEWITT AVE.
THE CONTRACTOR SHALL CONTACT KEITH LORD AT MONTGOMERY (L;V
COUNTY SIGNAL SHOP 48 HOURS IN ADVANCE TO LOCATE ALL EXISTING mﬂyﬂﬂmmﬂwvaJ\\\___A 5 ASPEN HILL, MARYLAND
SIGNAL EQUIPMENT. T ' ' T _ ‘ _
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